AUDIO VIDEO STEREO RECEIVER 


INSTRUCTION MANUAL 


KENWOOD CORPORATION 


COO/MNAY 


Introduction 


Your choice of this product indicates that you are a devotee 
to excellence in sound reproduction. 

We appreciate your patronage and take pride in the long tradi- 
tion of quality components that our company represents. 

So that you can get the most out of your unit, we suggest that 
you take the time to read through this manual before you hook 
up and operate your system. This will acquaint you with oper- 
ating features and system-connection considerations so that 
your listening pleasure will be enhanced right from the start. 
You will notice that in all aspects of planning, engineering, 
styling, operating convenience and adaptability we have sought 
to anticipate your needs and desires. 

Keep this manual handy for future reference. 


For your records 


Record the serial number, found on the back of the unit, in 
the spaces designated on the warranty card, and in the space 
provided below. Refer to the model and serial numbers 
whenever you call upon your dealer for information or service 
on this product. 


Model Serial Number 


Unpacking 


Unpack the unit carefully and make sure that all accessories 
are put aside so they will not be lost. 

Examine the unit for any possibility of shipping damage. If 
your unit is damaged or fails to operate, notify your dealer 
immediately. [f your unit was shipped to you directly, notify 
the shipping company without delay. Only the consignee {the 
person orcompany receiving the unit) can file a claim against 
the carrier for shipping damage. 

We recommend that you retain the original carton and pack- 
ing materials for use should you transport or ship the unit in 
the future. 
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Caution: 


Accessories 


FM indoor antenna 


Batteries 
("R6" or "AA" 


GO 


Remote control unit ....... 1 


(Except for some areas) 


Read the pages marked AY carefully to ensure safe opera- 
tion. 


Receiving broadcast stations and storing them in memory 
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Before applying power 


For the U.S.A. and Canada 


Important! 


Units shipped to the U.S.A. and Canada are designed for 
operation on 120 volts AC only. 


CAUTION: TO PREVENT ELECTRIC SHOCK DO NOT USE 
THE AC PLUG WITH AN EXTENSION CORD, RECEPTACLE OR 
OTHER OUTLET UNLESS THE BLADES CAN BE FULLY 
INSERTED TO PREVENT BLADE EXPOSURE. 


For the United Kingdom 


Important! 


Units shipped to the U.K. are designed for operation on 240 
volts AC only. 


The mains plug must be removed from the wall socket prior to 
any internal examination. 


The wires in this mains lead are coloured in accordance with the 
following code: 

EUG 3352: cit oacret nietciadertadeaatelcnseinteaaacs: ING@UTKAl 

BROW lien dinar edet lve 


The wires in this mains lead must be connected to the terminals 

in the plug as follows: 
Wire colour 

BIUG v.seesssseuseeeness 


Plug terminal marking 
avuassssssssssseersseeeeee N Or Black 
L or Red 


Brown to 
Live 


. fa 13-amp plug is used, this must be fitted with a 13-amp 


fuse. 
. lf a 3-pin plug with earthing contact is used, no wire must be 
connected to the E terminal. 


Safety precautions 


AN Caution: Read this page carefully to ensure safe operation. 


For Australia and Europe 


important! 
Units shipped to Australia are designed for operation on 240 V AC 


only. 


Units shipped to Europe are designed for operation on 230 V AC only. 


For other countries 


Important! 


Units shipped to countries other than the above countries are equipped 
with an AC voltage selector switch on the rear panel. Refer to the 
following paragraph for the proper setting of this switch. 


AC voltage selection 

This unit operates on 110-120 or 220-240 volts AC. The AC voltage 
selector switch Type A or Type B on the rear panel is set to the 
voltage that prevails in the area to which the unit is shipped. Before 
connecting the power cord to your AC outlet, make sure that the 
setting position of this switch matches your line voltage. If not, it 
must be set to your voltage in accordance with the following 
direction. 


AC voltage selector switch 


— 


Type A 
mill 


AC110- ~«* AC 220- 
120V~ 240 V ~ 


py~  AC2200V~ AC230-240V~ 


Move switch lever to match your line voltage with 
a small screwdriver or other pointed tool. 


Note: — AAA 
Our warranty does not cover damage caused by excessive line 
voltage due to improper setting of the AC voltage selector switch. 


WARNING: TO PREVENT FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPLIANCE 


TO RAIN OR MOISTURE. 


CAUTION © 


RISK OF ELECTRIC SHOCK 
DO NOT OPEN 


CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE 
COVER {OR BACK}. NO USER-SERVICEABLE PARTS INSIDE, REFER SER- 
VICING TO QUALIFIED SERVICE PERSONNEL. 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, 
IS INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED “DANGEROUS VOL- 
TAGE" WITHIN THE PRODUCT'S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE 
TO CONSTITUTE A RISK OF ELECTRIC SHOCK TO PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE 
USER TO THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING) iN- 
STRUCTIONS IN THE LITERATURE ACCOMPANYING THE APPLIANCE. 
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IM P 0 RTANT SAFE G UAR D S A Caution: Read this page carefully to ensure safe operation. 


Please read all of the safety and operating instructions 7. Heat — The unit should be situated away from heat 
before operating this unit. For best results, follow all sources such as radiators, heat registers, stoves, or 
warnings placed on the unit and adhere to the operating other units {including amplifiers) that produce heat. 


and use instructions. These safety and operating 
instructions should be retained for future reference. 


1. Power sources — The unit should be connected to a 
power supply only of the type described in the 
operating instructions or as marked on the appliance. 


2. Power-cord protection — Power-supply cords should 
be routed so that they are not likely to be walked on 


or pinched by items placed upon or against them, 8. Electric shock — Care should be taken so that objects 
pay particular attention to cords at plugs, convenience do not fall and liquid is not spilled into the enclosure 
receptacles, and the point where they exit from the through openings. if a metal object, such as a hair 
unit. pin or aneedle, comes into contact with the inside of 
N this unit, a dangerous electric shock may result. For 

ever pull or stretch a : ; : : 
fhevcord) families with children, never permit children to put 


anything, especially metal, inside this unit. 


3. Grounding or polarization — The precautions should 
be taken so that the grounding or polarization means 
of this unit is not defeated. 


4. Ventilation — The unit should be situated so that its 9. Enclosure removal — Never remove the enclosure. 
location or position does not interfere with its proper lf the internal parts are touched accidentally, a serious 
ventilation. electric shock might occur. 


To maintain good ventilation, do not put records ora 
table-cloth on the unit. Place the unit at least 10 cm 
away from the walls. 

Do not use the unit on a bed, sofa, rug or similar 
surface that may block the ventilation openings. 


10.Magnetic fields — Keep the unit away from sources 
of magnetic fields such as TV sets, speaker systems, 
radios, motorized toys or magnetized objects. 


5. Water and moisture — The unit should not be used 
near water - for example, near a bathtub, washbowl, 
kitchen sink, laundry tub, ina wet basement, or near 
a swimming pool, etc. 


11.Cleaning — Do not use volatile solvents such as 
alcohol, paint thinner, gasoline, or benzine, etc. to 
clean the cabinet. Use a ciean dry cloth. 


6. Temperature — The unit may not function properly if 
used at extremely low, or freezing temperatures. 
The ideal ambient temperature is above +5°C (41°F). 
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12.Carts and stands - An appliance and cart 


combination should be moved with care. Quick stops, 
excessive force, and uneven surfaces may cause the 
appliance and cart combination to overturn. 


13.Nonuse periods - The power cord of the unit 
should be unplugged from the outlet when left un- 
used for a long period of time. 


14.Abnormal smell — |f an abnormal smell or smoke is 
detected, immediately turn the power OFF and pull 
out the power cord. Contact your dealer or nearest 
service center. 


15.Damage requiring service — The unit should be 
serviced by qualified service personnel when: 
A. The power-supply cord or the plug has been 
damaged; or 
B. Objects have fallen, or liquid has been spilled 
into the unit; or 
C. The unit has been exposed to rain; or 
D. The unit does not appear to operate normally or 
exhibits a marked change in performance; or 
E. The unit has been dropped, or the enclosure 
damaged. 


16.Servicing — The user should not attempt to service 
the unit beyond that described in the operating 
instructions. All other servicing should be referred to 
qualified service personnel. 


Notes: 


1. Item 3 is not required except for grounded or polarized equipment. 


A\ Caution : Read this page carefully to ensure safe operation. 


17.Outdoor antenna grounding - lf an outside an 
tenna is connected to the receiver, be sure the an- 
tenna system is grounded so as to provide some 
protection against voltage surges and built up static 
charges. Section 810 of the National Electrical Code, 
ANSI/NFPA 70, provides information with respect to 
proper grounding of the mast and supporting 
structure, grounding of the lead-in wire to an antenna 
discharge unit, size of grounding conductors, location 
of antenna-discharge unit, connection to grounding 
electrodes, and requirements for the grounding 
electrode. See Figure. 


EXAMPLE OF ANTENNA GROUNDING AS PER NATIONAL 
ELECTRICAL CODE 


aa —— ANTENNA 
LEAD IN WIRE 


GROUND 
CLAMPS 


ANTENNA 


DISCHARGE UNIT 


ELECTRIC (NEC SECTION 810-20) 


SERVICE 


EQUIPMENT GROUNDING CONDUCTORS 
(NEC SECTION 810-21) 


: GROUND CLAMP 
~=at——~ POWER SERVICE GROUNDING 
ELECTRODE SYSTEM 
(NEC ART 250, PART H} 


NEC - NATIONAL ELECTRICAL CODE 


18.Power lines - An outdoor antenna should be lo- 
cated away from power lines. 


19.AC outlets — Do not connect other audio equipment 
with a power consumption larger than that specified 
to the AC outlet on the rear panel. Never connect 
other electrical units, such as an Iron or toaster, to it 
to prevent fire or electric shock. 


2. Item 17 and 18 are not required except for units provided with antenna terminals. 


3. Item 17 complies with UL in the U.S.A. 
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System connections 


Make connections as shown in the diagram below. When connecting the related system components, refer also to 
the instruction manuals of the related components. 
Do not plug in the power lead until all connections are completed. 


M@ Connection of audio components 


CD player Tape deck 1 Tape deck 2 


Turntable 


SPEAKER 


IMPEDANCE FM DE-EMPHASIS / System control ; 
SELECTOR CHANNEL SPACE switch jacks AC voltage selector switch 
Refer to page 7. (Except for some areas.) Refer to page 10. (Except for some areas.) 
(= ol 
oe ee ee Be oN og 
CHANNEL SPACE FM 752 0 + me) = a To wall 
AM fie toate ©) )) AC outlet 


¢ 


SWITCHED 
ACIIO-120V-/ 
BOGOHr 


* vinko [VIDEO 2 {Rabat 
MONTIOR i co ot 
uur Nf 


AC outlet 


Soe 
550 


For Australia 


Not equipped 


L 
BO Ow 
ayacecevacecaves 


.o, 
Lose 
BS 
Speaker system A ea x 2 
Rear speakers (For other than 
BBB (8Q~16Q) U.S.A.and Canada) 


P5555 2505 05 
EKER Y 


Speaker system B Center speaker 

Notes: (8Q~16Q) 

1. Connect all cords firmly. If connections are loose, there could be loss of sound or noise produced. 

2. Do not connect up a power source which is larger than that indicated on the socket at the rear of the unit. 

3. When plugging and unplugging connection cords, be sure to first remove the power cord from the AC outlet. Plugging / unplugging 
connection cords without removal of the power cord can cause malfunctions or damage to the unit. 

4. Never short-circuit the + and - speaker cords. 

5. If the left and right speakers are connected inversely or if the speaker cords are connected with reversed polarity, the sound becomes 
unnatural with ambiguous acoustic image positioning. Be sure to connect the speakers and speaker cords correctly. 
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™@ Connection of speaker terminals 


@® Push lever. ® Insert cord. ® Lock lever. 


y 


@ Setting the SPEAKER IMPEDANCE SELECTOR 


According to the impedance of the speakers used, set 
Pe eee the SPEAKER IMPEDANCE SELECTOR on the rear 
a BOR IOEE panel as shown in the table. 


@ During speaker system connection and operation of 
AorB: <a FP B: 
ee ae figs the SPEAKER IMPEDANCE SELECTOR, set the 
AandB: MORE POWER switch to OFF. 
8 QOR MORE 
IMPEDANCE SELECTOR 
@ When the IMPEDANCE SELECTOR is in position, 
sound is not output from the center and rear speakers. 


@® When center speaker or rear speakers are not @ When center speaker or rear speakers are 
connected connected 


Usable speaker Selector Usable speaker Selector 
impedance position impedance position | 


When speakers A and B are con- 


f the f 
nected The impedance of the front speakers A 


or B, center speaker and rear apeakers 


The impedance of both speakers anodeipe O18, 


should be 8Q-16Q. 


When speakers A or B are connected 


When both of SPEAKERS A and B key are ON, pressing the 
PRO LOGIC key or 3 STEREO key switches the speakers 
key setting to A ON alone. If the B key is pressed now, the 
SPEAKERS key setting will be switched to B ON alone. 


When the impedance of the speak- 
ers is 8-16Q. 


When the impedance of the speak- 
ers is 40-60. 
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System connections 


@ AM loop antenna connection 


The supplied antenna is for indoor use. Place it as far as pos- 
sible from the main system, TV set, speaker cords and power 
cord, and set it to a direction which provides the best reception. 


NORD 


GND 77 
FM 30002 ANTENNA 
Loop antenna 


m@ FM indoor antenna connection 


FM indoor antenna 


& 


ANTENNA 


@ Find the position that provides best reception. 
@) Fix two ends. 
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H AM outdoor antenna connection 


If the reception is poor when the AM loop antenna is used, | 
distribute a vinyl-coated wire of more than 6 meters outdoors, 
without disconnecting the loop antenna. 


AN 
pe 


LGND rr 


GND 7 


FM 30022 


Outdoor antenna 


@ FM outdoor antenna connection 


AM 
ae | 


GND 7}; 


FM 3002 ANTENNA 


FM DE-EMPHASIS/CHANNEL SPACE switch (Except for some areas) 


The FM DE-EMPHASIS/ CHANNEL SPACE switch on the rear 

panel is set to the correct setting that prevails in the area to FM DE- 
which the unit is shipped. However, if the FM DE-EMPHASIS/ SPACE freq. EMPHASIS 
CHANNEL SPACE setting is not matched to the area where the 
unit is to be used; for instance, when you move from area 7 to U.S.A., Canada EM: 100kHz 

area 2 or vice versa, desired reception of AM/ FM broadcasts is and: South a ait 75 us 
not expected, In this case, change the FM DE-EMPHASIS/ American countries ‘ 

CHANNEL SPACE setting in accordance with the area corre- 
sponding to the table. The FM DE-EMPHASIS is switched over 
at the same time. 


FM: 50kHz 


Other countries AM: 9kHz 


CHANNEL SPACE 
AM 9kHz 10kHz 
FM 50kHz 100kHz 


DE EMPHASIS 

5Ous 75us 
@ When changing the setting of the FM DE-EMPHASIS/ <> 
CHANNEL SPACE switch, first disconnect the power cord, [ ol 


then reset the channel space switch, connect the power cord 
again, and turn the power on. 
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System connections 


™@ Connection for system control operation 
Using the system control cords provided with KENWOOD system component models, make connections as shown 
below. Turntable 


To AC outlet 


a 


e For a cassette deck to 
be subject to system 
control operation, it 
must be connected to 
the TAPE 1 jacks. 


System control cord 


Cassette deck 


Operation 


By connecting this unit to KENWOOD cassette deck, 
CD player and turntable models equipped with sys- 
tem control jacks, the following integrated operation 
features become available. 


Det eae reap io 5 pe 
| lps: ae 


System control cord 2 


ei 1. Automatic play operation 

When starting play with the turntable, cassette deck, or CD 
player connected to the receiver, press the desired input 
selector keys on the receiver. The turntable, cassette deck, 
or CD player will automatically enter play mode. 

In the same way, pressing the Play key of the turntable, 
cassette deck, or CD player will automatically switch the 
input selector on the receiver to the component on which 
the Play key is pressed. 


System control connection 
x O 2. Synchro recording 
To record the sound from the CD player or turntable onto a 
tape with the cassette deck, press the CD or PHONO of the 
input selector keys and load a CD or record. Set the cassette 
deck to rec pause mode, then press the Play (start) key of 
the CD player or turntable. The cassette deck will start re- 


cording automatically, synchronized with the CD player or 
turntable starting play. 


3. Remote control 

The remote control unit provided with this unit, to which a 
KENWOOD system, cassette deck, or CD player is con- 
nected, is equipped with related control keys. The related 
components can be controlled using these keys. 


@ Be sure to insert the system control cord plugs fully 
into the SYSTEM CONTROL terminals. 

e |f the system control cord and audio cords are not con- 
nected properly, the automatic system governing re- 
mote control and system functions will not operate. 
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HM Connection of video components 


For the connections and operations, also read carefully the instruction manuals supplied with the video components 
to be connected. 


VIDEO DECK 1 


AUDIO OUT 


VIDEO IN 


KENWOOD aucro\noce eTcrto mecciver KA veoso 


Monitor TV 


VIDEO IN 


Connection of monitor TV 


Connect the video input jack of the monitor TV to 


VIDEO OUT 
the VIDEO MONITOR OUT jack on the rear panel 
using a video connection cord. 


AUDIO OUT 


' Oo 
Syd eee ry” 
o 9 0 ie) 


900 900 


LD player or VIDEO DECK 2 
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Controls and indicators 
pact hc cl antl ea a 


VOLUME CONTROL knob 
with point indicator 


Remote control Display 
light receptor TUNING keys 


STAND-BY indicator 


Numeric keys P.CALL key 
: MEMORY key a a 
DIRECT key 
POWER key AUTO key 


BYPASS key Se RPANGE 

DOLBY control knob 

PHONES jack PRO LOGIC key LOUDNESS 
control knob 
DOLBY 
3 STEREO key INPUT SELECTOR 
Tone control konbs knob 

CENTER LEVEL key LINE STRAIGHT key 
SPEAKERS A and B 
keys REAR LEVEL key TAPE 2 (MONITOR) key 


DELAY TIME key 


SPEAKERS A and B keys 


A, B OFF — This position silences all speakers to permit private use of headphones. 
A ON — Activates speakers connected to the SPEAKERS A terminals on the rear panel. 


BON — Activates the speakers connected to the SPEAKERS B terminals on the rear panel. 


A,BON — Activates the speakers connected to the SPEAKERS A and B terminals simultaneously. 


@ If you press the DOLBY PRO LOGIC key, DOLBY 3 STEREO key when both the A and B SPEAKERS switches are ON, the unit will 
automatically switch to A so that sound js heard only from the A speakers. Pressing the B key at this time will switch the sound so that 
it is heard from the B speakers only, 
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Display 
MEMORY indicator 
TAPE 2 indicator 
SURROUND MODE indicators 
VIDEO 12 SPEAKERS SURROUND 
indicators indicator 3 STEREO LINE STRAIGHT 
indicator 


SURROUND] [3 STEREO ; 
dp MEMORY: 


HAR AN GN GN GY aN GN: 


AUTO indicator 
Information display 
e Tuning frequency and preset number 


e Input source STEREO indicator 
e Center and rear speaker's level 
e Delay time 


e Center mode 


Band indicators 


TUNED indicator 


STAND BY mode of POWER key 
When the power cord of this system is plugged into an AC 
outlet, the STAND BY indicator lights up regardless of the ON / 
OFF setting of the POWER key. This indicates that a small 
amount of current is being supplied to the unit to back up the 
memory contents. This mode is referred to as the Stand By 
mode. While the STAND BY indicator is lit, the power of the 
system can be switched ON / OFF from the remote control unit. 
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Remote control operation 
Ceara eee a NT STE! 


In addition to the remote contro! of the receiver unit, the provided remote control unit can control a KENWOOD 
cassette tape deck, CD player, turntable, etc., connected via the KENWOOD system control cords. 


M@ Loading batteries M Operating range of the remote 
control unit 


The normal operating range may change depending 
on temperature, humidity, and other environmental 
conditions, but it is roughly specified as shown in the 
figure. 


1 Remove the cover. 


I 


@ While gently pressing the cover located on the rear of 
the remote control unit, slide it in the direction of the 
arrow. 


| Remote control 
light receptor 


: 


Modei: RC-RO600 
Infrared system 


Insert batteries. 


Approx. 6 m 


e Make sure that the batteries are inserted as indicated 
with the polarity marking on the bottom. 


Notes: 
The batteries provided are to be used for checking the 
remote control operations. Their service life may be short. 


3 Close the cover. 


Ya Note: 


1. If two or more remote contro! operation keys are to be 
pressed successively, press each key securely and leave an 
interval of more than 1 second between presses. 

Pressing a key immediately after pressing another key may 
cause malfunction. 

2. Malfunction may occur in case direct sunlight or the light of 
a high-frequency lighting fluorescent lamp enters the remote 
control light receptor. in such a case, change the installation 
position of the unit so that the malfunction does not occur. 
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M@ Basic operation keys 


Numeric keys 

When the CD input is selected, 
function as the numeric keys of 
the CD player. 

When the TUNER input is se- 
lected, function as the numeric 
keys of the tuner. 

How to enter numbers: 


To enter 23. — Press [+10] twice 
then [3] once. 

To enter 40 -Press four 
times then {Oj 
once. 


Tuner operation keys 

BAND - Press to select the 
broadcast band (AM 
or FM), 

P.CALL— Press to recall the 
preset stations in the 
upward or downward 
sequence. 

DIRECT- Use together with the 
numeric keys to recall 
a station directly. 


Input selector keys 
Press one of these keys to select 
an input source. 


POWER key 
Press to turn the power of the 
unit ON / OFF. 


KENWOOD 


REMOTE CONTROL UNIT 
RC-RO600 


Tape deck operation keys 

The TAPE A and TAPE B keys al- 
low to control the operations of 
tape decks A and B respectively. 


CD player operation keys 


DISC key 

When a CD player with a multi- 
disc magazine is used, functions 
as the disc selector. Every press 
changes the disc number. 


VOLUME CONTROL key 
Press to contro! the volume. 
During control operation, the 


VOLUME CONTROL knob on the 
main unit rotates and the indica- 
tor on it flashes rapidly. 
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Remote control operation 


TEST TONE keys 

Sets the test tone to ON/OFF 
when DOLBY PRO LOGIC or 
DOLBY 3 STEREO mode has 
been selected. 


DELAY TIME key 
Press to adjust the delay time. 


CENTER LEVEL key 
Press to adjust the volume of the 
center speaker. 


REAR LEVEL key 
Press to adjust the volume of the 
rear speakers. 
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TUNE 
BAND 


R 
DIRECT 


P.CALL 


TUNER 


VIDEO 1 


VIDEO 2 


PHONO cD 


TAPE 2 


DOLBY PRO LOGIC key 
Press to initiate the Dolby Pro 
Logic mode. 


DOLBY 3 STEREO key 
Press to initiate the DOLBY 3 
Stereo mode. 


The keys above are used to 
switch the sound field 
modes. 


BYPASS key 
Press to release the presence 
modes. 


SURROUND keys 


MEMO key 
Press to store the current pres- 
ence mode in memory. 


M1 ~ M4 keys 
Press to recall a presence mode 
from the memory. 


CENTER MODE key 

Press to adjust the center mode 
in the Pro Logic , DOLBY 3 
STEREO or DSP Logic mode. 


Operating instructions 


POWER key 


PHONES 
jack 


M Basic playback operation 


1 Press the POWER key to ON. 


POWER 


Main unit Remote control unit 


2 Select an input source. 


| go \ 


TUNER +—> PHONE +> CD 
(Frequency 
display) 


| 
) TAPE 1*VIDEO 1*+VIDEO 2 


@ The source name characters appear on the display. 


INPUT 
SELECTOR 


~~ T 
LL 


@ When the cassette deck, CD player and turntable are 
connected via the system control cord, any of these 
source components starts to be played automatically 
when the corresponding input is selected. 


Play the source component. 


Source :CD 
Tape 
etc. 


KENWOOD 3 aupio-wono sTEREO RECEIVER KA VEOSO 


VOLUME CONTROL knob 


Tone control INPUT BALANCE 
knobs Slect konb contro! 
knob 


4 Adjust the volume. 


VOLUME CONTROL 
1413 16 
a 3 7, 


Main unit Remote control unit 


@ When the volume is adjusted from the remote contro! 
unit, the VOLUME CONTROL knob on the main unit 
rotates while the point indicator is blinking. 


5 Adjust the left and right volume balance. 


Adjusts the low 
frequencies 


Adjusts the high 
frequencies. 
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Operating instruction 
SN eS tl 


@ Listening with headphones 


Set the SPEAKER switch to OFF. LOUDNESS control 


Listening at high volume allows to enjoy dynamic sound, but 
human ears tend to feel low frequencies insufficient when lis- 
tening at low volume. When the VOLUME CONTROL is set to 

a low position, the insufficiency of low frequencies felt by hu- © 
man ears can be compensated by turning the LOUDNESS © 
control clockwise. 


| Plug the headphones into the PHONES 
jack. 
PHONES 


LOUDNESS 


0 10 Enhances low frequen- 
cles. 


@ Set the A and B SPEAKERS switches to OFF. 


Adjust the volume. 


e The effect of LOUDNESS contro! is less sensibie if the 
VOLUME CONTROL is set to the center position or 
above. 


VOLUME CONTROL 


@ Turn the volume all the way down before unplugging 
the headphones. 


Notes: 


1. When TAPE 2 is ON, you cannot iisten to the source selected 
by the input select knob. To listen to the selected source, 
set TAPE 2 to OFF. 

2. Even if the power cord is unplugged, the currently selected 
source is stored in memory for several days. After this period 
elapses, however, the source is automatically switched to 
TUNER. 
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LINE STRAIGHT key VOLUME CONTROL knob 


KENWOOD auoie-vioco arenco RECErvER xAVaCsSO 


SPEAKERS switch 


LOUDNESS 
cotrol knob 
INPUT SELECTOR konb 


PHONES jack 


@ Operation of LINE STRAIGHT playback 


This function lets you enjoy high-quality sound direct from the source. 


4 Select an input source. 


2 Press the LINE STRAIGHT key. 


Main unit 
only 


3 Play the input source. 


To cancel the LINE STRAIGHT playback 
Press the LINE STRAIGHT key again. 
Goes off 


LINE STRAIGHT 


Notes: 
1. During LINE STRAIGHT playback, the tone controls do not function. 
2. If the 3 STEREO or PRO LOGIC key is pressed,the LINE STRAIGHT playback function will be cancelled. 
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Operating instruction 


@ Ordinary tape recording 


1 Select the source to be recorded. 


I UT <a 


NP 
SELECTOR 


Other keys than TAPE 1 Main unit 


2 Set cassette deck in the record-pause. 


Record-pause mode, 


3 Play the source component to be re- 
corded, and start recording it on the cas- 
sette deck. 


Recording starts. 


20 KR-V6050 (En) 


KENWOOD auotovince senso Recenen knvecso 


INPUT 
SELECTOR 
konb 


TAPE 2 key 


M@ Tape dubbing 


TAPE 1 — TAPE 2 


e@ Play the cassette deck connected to TAPE 1 andrecord | 
on the cassette deck connected to TAPE 2. 


TAPE 2 — TAPE 1 


1 Press the TAPE 2 key. 


TAPE 2 
(MONITOR) 
Main unit 


2 Select a source other than TAPE 1. 
) ga, \ 


INPUT 
SELECTOR 


Main unit 


3 Play cassette deck 2 and start recording 
on cassette deck 1. 


Note: 

For the tape-to-tape dubbing procedure using a double-deck 
type cassette deck, please read the instruction manual provided 
with the double-deck type cassette deck. 


Listening to a broadcast 


M@ Receiving broadcast stations and storing them in memory (preset operation) 


Select the TUNER input with the input 


4 Tune a desired station. 
selector. 


ri 


To To increase 
decrease frequency 
frequency 


Main unit only 


Main unit 


FHC ee 


The TUNED indicator lights up when a station is re- 

ceived. 

@ When the TUNING UP key is pressed, the frequency | 

increases. 

@ When the TUNING DOWN key is pressed, the fre- 
quency decreases. 

e Use manual tuning mode in case the radio wave is 
weak and noisy. At this time, the stereo FM broadcast 

is received in monaural mode. 


@ Previous reception mode is resumed. 
e Pressing the BAND key also Set the unit to tuner mode. 


Select the broadcast band (FM, AM). 


Auto tuning mode 
Press once. (Tuning stops automatically when a station 
is received.} 


Main unit 


Manual tuning mode 
Press repeatedly, or press and hold, unti! the station is 
received. 


@ Each time the BAND key is pressed, the reception band 
changes between FM and AM. 


3 Enter the AUTO tuning mode. Store the stations in preset memory. 


@ Press the MEMORY key. 


MEMORY 
SE 
e MEMORY indicator lights up for about 5 seconds. 


Proceed the step @ while the MEMORY indicator is 
lighted. 


@ Press the numeric keys to preset the station. 


MEMORY 


["] Crono 


| kHz 


| 
Lf 


Main unit only 


@ The indicator goes on {auto} and off (manual) alter- 
nately every time the key is pressed. Normally, select 
the auto tuning mode. 


Numeric keys are also 
available on the Main unit 
remote control unit. 


When AUTO is ON: The stereo / monaural is switched 
automatically according to the sta- 
tion. 

When AUTO is OFF: Monaural reception is forced. Set to 

this position when receiving sta- 

tions with weak waves. 


Examples 

To select preset No. 03, 

To select preset No. 10, [£10], [6] 

To select preset No. 20, ; jo] 


e A total of 20 stations can be preset in memory regard- 
less of their broadcast bands. 

e If a station has been preset under the numeric key 
pressed, the previous preset content is replaced by the 
new station. 

e@ Repeat step 2 to 5 above for each of other stations to 

be preset. 
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Lishing to a broadcast 


@ Direct tuning of radio stations 


lf you know the frequency of the desired station, it 
can be received directly by inputting the frequency 
using the numeric keys. 


1 Select the broadcast band. 


+10 BAND 


(FM or AM) Main unit 


2 Press the DIRECT key. 


DIRECT 


Main unit 


Input the frequency of the desired sta- 
tion by pressing the numeric keys. 


Main unit 


Example of input 


Desired Order of pressing 
station numeric keys 
FM 90 MHz {100 kHz space) 
(50 kHz space) 
{100 kHz space) 
(50 kHz space) 
(9 kHz space) 
{10 kHz space} 
(9 kHz space) 
{10 kHz space} 


< 


HAFFOoaS 


rs 


Bel ONNEo 


< 
= 


FM 102.5 MHz 


= 


a ff 
cl 


AM 810 kHz 


= s = 


AM 1260 kHz 


_ 


FEee2Shee 
Ie] 


o 


rt 


e If you commit a mistake in the input of numeric keys, | 
re-start the input from the beginning. 


Last channel memory 

When the band selector is switched or when the input selector 
is switched from another source to TUNER, the last received 
station is recalled for each of FM, AM when the power is 
switched ON. 
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DIRECT key BAND key 


KENWOOD auoro-vinge sTanso RECEIVER KRVECSO 


Numeric keys AUTO key MEMORY P.CALL key TUNING key 


ke 
M@ Receiving a preset station 


1 Select the TUNER input with the input | 


selector. 
J Main unit 


2 Select the desired station. 


| 


INPUT 
SELECTOR 


Main unit 


Press the numeric key under which the station is 
preset. 

Example 

To select preset No. 15, press the [+10] key once, 
then the [5] key once 


e@ The frequency of the station received will be displayed. : 


mM Listening to all preset stations in 
sequence: PRESET CALL 


Press the P.CALL key. 


P.CALL 


Main unit Remote control unit 
Preset stations are received in order of 1, 2, 3...20 every time 
the key on the main unit is pressed. 
With the key on the remote contro! unit, preset stations are | 
received in order of 1, 2,... every time the {] key is pressed, or ] 
in order of 20, 19... every time the [¥ key is pressed. 


Holding one of these keys pressed recalls the preset stations 
in sequence at 0.5-second intervals. When the key is released, 
the current preset station is received. 


Operation of video components 


M@ Playback of videotape 


1 Switch the power of the monitor TV ON. 


2 Select the VIDEO 1 input with the input 


selector. 


Main unit 


“BY TE GT / 
VMLUCLI ! 


@ When an input selector other than VIDEO 1, or 2 ts 
selected, the audio input of the selected source will be 
played in place of the audio input from VIDEO 1. 


33 Play the VCR. 


4 Adjust the volume. 


VOLUME CONTROL 
3 1516 Ww 


VOLUME CONTROL knob 


KEANVOOD  avoiouinee wttrco atcover krvsoso 


bow 
.°) 
3 


© 


INPUT SELECTOR konb 
M@ Recording of video source 


Connect the video equipment. 


Connect the video equipment for use in audio / 
video recording to the VIDEO 2 jacks. 


e A video player deck, video camera, LD player, DBS | 
tuner, etc., can be connected. 


Select the VIDEO 2 input with the input 
selector. 


ee Tce 
Wi seo 


Main unit 


@ When an input selector other than VIDEO lor 2 is 
pressed, the audio input of the selected source will be 
played in place of the audio input from VIDEO 2. 


3 Play the video source component. 


4 Put the VCR in the record mode. 
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Presence 


a I gS eee 


Surround effect 


The powertul feeling of enveloping sound experienced in places 
such as movie theaters is due to the fact that sound comes 


from not only in front but also from the periphery. To reproduce ~ 


this type of feeling, this unit incorporates surround decoder. To 
extract the maximum surround effect, read this instruction 
manual thoroughly and adjust the system to match the configu- 
ration of your listening room. 


Related key 


Main unit 


DOLBY 


DOLBY 
BYPASS iE | 3 STEREO 


r— SURROUND MEMORY 4 
MEMO Mi 


TUNER PHONO cD 


ee | 


Remote control unit 


Presence 


Dolby PRO LOGIC Surround 
Videotapes and laserdiscs which bear the D{[ooweysunrouno]) mark 
are recorded with the same Dolby surround data used in movie 
theaters. Since this unit incorporates a Dolby PRO LOGIC sur- 
round decoder, you can enjoy the same acoustic effects 
experienced in movie theaters in the comfort of your own 
home. 


Dolby 3 STEREO 

With widely spaced teft and right speakers, the center channel 
image for off-axis listeners shifts according to seating position. 
Dolby 3 Stereo localizes the center image regardless of seating 
position, improving the imaging over that with conventional stereo. 


Manufactured under license from Dolby Laboratories Licensing Corporation. Additionally licensed under one or 


more of the following patents: U.S. numbers 3,632,886, 3,746,792 and 3,959,590; Canadian numbers 1,004,603 and 


1,037,877. 
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“Dolby” and the double-D symbol D0 are trademarks of Dolby Laboratories Licensing Corporation. 


M@ Speaker positioning 


Standard layout 


FRONT FRONT 
SPEAKER SPEAKER 


pS  ] 
CENTER SPEAKER 
a 


REAR REAR 
When no rear (surround) speakers are used 


FRONT FRONT 
SPEAKER —s SPEAKER 
CENTER SPEAKER 
| a | 


When no center speaker is used 


FRONT 
SPEAKER 


SPEAKER 


REAR REAR 
SPEAKER SPEAKER 


DOLBY 3 STEREO key 


DOLBY PRO LOGIC key 


TUNER PHONO 


Dolby PRO LOGIC mode 
Set the center mode according to the size of the center 
speaker. 


NORMAL : When the center speaker size is small. 
WIDE BAND : When the center speaker size is large or 
medium. 


Dolby 3 STEREO mode 


Set the center mode according to the center speaker size. 


NORMAL : when using a small center speaker. 
WIDE BAND © : whenusing a medium-sized or larger center 
speaker. 


Dolby PRO LOGIC mode 
Set the center mode to PHANTOM. 
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Operation of Dolby PRO LOGIC playback 


—@ Dolby PRO LOGIC field adjustment 


1 Set the Dolby PRO LOGIC mode. @ Adjust the volume balance. 
PAOLEGIC ——S—= Zs a 


| LJ | 
. CENTER Gfemasecancsommnel REAR 
Lights up LEVEL LEVEL 


Remote control unit NZ . \7 
Remote contro} unit 


e Adjust so that the test tone volumes are the same on | 
2 Select the center mode. all speakers. 
e The level being adjusted is displayed. 
CENTER e The center level cannot be adjusted in the PHANTOM 
mode. 


MODE 
NORMAL > WIDE BAND -» PHANTOM 
el 4 Stop generating the 


Every time the key is test tone. 


Remote control unit only pressed, the center mode 


is switched. 
Remote control unit only 


e Refer to column "Center mode” below. 


Adjust the volume balance. 477 
ce Lf ms 


@) Press the TEST TONE key. 


Remote control unit 


Calculate the proper delay time for Dolby Surround by | 
A buzzing sound comes referring to the illustration below. 
from the speaker. It is The delay time can be adjusted in the range from 16 to 
switched every one and half 29 ms. 
second for each other. When the DELAYTIME key is pressed a delay time 
appears on the display. It varies every time the key is | 
pressed, 

15 ms @ 20 ms «* 23 ms «* 26 ms +> 29 mS 

Once a delay time is set, it is automatically held in 
memory so the same delay time is displayed whenever 
Dolby Surround is switched ON later. 


Remote control 
unit only 


e@ Press at the listening position | 


in NORMAL or WIDE BAND mcde: . Prone 


Left — Center — Right — Rear 
| (L) (C) (R) S| 


In PHANTOM mode: 


rit 7 o ey Delay time (ms) = 20 ms + 3 ms (A- 8) 
A: Distance of front speaker (m) 


B : Distance of rear speaker (m) 


Center mode 


Select one of the following center modes according to the type of the presence speakers in your system. oe 


NORMAL _~ : Use this mode with a center speaker of a compact size. 
WIDE BAND : Use this mode wit a center speaker of a medium or larger size. 
e If you cannot identify whether your center speaker is of the medium or compact size, try both the 
NORMAL and WIDE BAND mode and use the one that can provide better sound positioning. Every time the key is 
PHANTOM: Use this mode when the center speaker is not used. pressed, the center 
e Even without the center speaker, the signal is processed in a simulated manner to ensure proper mode is switched. 
center image positioning and provide the enjoyment of Dolby Surround. 
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DOLBY PRO 


BYPASS key LOGIC key 


TUNER PHONO cD 


TEST TONE key 


in Operation of Dolby PRO LOGIC | 4 4 | CENTER MODE key 
playback | 


This function allows to enjoy a similar Dolby Surround 


effect to movie theaters from video software pro- 
grams carrying the D()[posvsurncuns] mark. 


Before using the Dolby PRO LOGIC mode, be sure 


DELAY TINE keys REAR LEVEL k 
to perform the “Dolby PRO LOGIC field adjust- oie 


CENTER LEVEL keys 


ment” procedure. 


1 Set the Dolby PRO LOGIC mode. spins 
PRO LOGIC 


Remote control unit 


2 Select the center mode. 


ODE 


Remote contro! unit only 
Every time the key is NORMAL - WIDE BAND — PHANTOM 
pressed, the center 
@ Select the mode which has been set in step 2 of the mode is switched. M 


“Dolby PRO LOGIC field adjustment” procedure. (Re- 
fer to page 26.) 


Play a software program encoded with Dolby Surround. 


Adjust the volume and tone. 


VOLUME CONTROL 
141516 a ; 


e When the level balance of center and rear speakers is 
not good, perform the “Dolby PRO LOGIC fieid ad- Adjust the overall volume. aaa Remote control unit 
justment” procedure again. 


To return to normal stereo playback. 


Goes off 
BYPASS 


Remote control unit 
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Dolby 3 STEREO Mode 


The Dolby 3 STEREO provides a active center channel 
to produce a better, stable center image. This mode 
can be used when listening to stereo video program 
and music or when surround listening or surround 
system set-up is not possible. 


— Dolby 3 STEREO adjustment 


| Set the Dolby 3 STEREO mode. 


3 STEREO 


Lights up 
Remote control unit 


2 Select the center mode. 
CENTER 
MODE 
Every time the key is pressed, the 


; Remote conirol 
center mode is switched. 


unit only. 
NORMAL #& WIDE BAND 


e Set the center mode to NORMAL if using a small cen- 
ter speaker, or set to WIDE BAND if using a medium- 
sized or larger speaker. 


Adjust the center speaker volume. 


@) Press the TEST TONE key. 


TEST 
TON 


A buzzing sound 
comes’ from _ the 
speaker, It is switched 
every one and half 


Remote control 
second for each other. 


unit only 


e Press at the listening position. 


e@ When at 3 Stereo, sound is produced in the sequence: 
LEFT - CENTER > RIGHT (REAR not available with 3 
stereo mode.) 


@ Adjust the volume. 


e Adjust so that the level of the 
center speaker is equal to that of 
CC] the left and right speakers. 
vw 


e@ The rear level adjustment is in- 
Remote control unit valid. 


Stop generating the test tone. 


Press the key again. 
Remote control unit only 
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DOLBY 3 STEREO key 


p—— SURROUND MEMORY — 
Mi 


BYPASS PR ic 

a 
Mi 

Cc 

M3 

cI 


TEST TONE key 
CENTER MODE key 


CENTER LEVEL keys 


Dolby 3 STEREO playback 


Hl 
| Set the Dolby 3 STEREO mode. 


3 STEREO 


Lights up 


Remote control unit 


Select the center mode.  ‘Sadb=" 


Every time the key is pressed, the 
center mode is switched. 


NORMAL © WIDE BAND 


Remote control unit only. 


e@ Set the center mode to NORMAL if using a small cen- 
ter speaker, or set to WIDE BAND if using a medium- 
sized or larger speaker. 


Play a stereo software program or a 
Dolby surround program. 


Adjust the volume and tone. 


VOLUME CONTROL 
1433 4 
23 Su 


Main unit 


To return to normal stereo playback. 


BYPASS 


Goes off 


Remote control unit 


Surround Information Memory 


DOLBY DOLBY 


TUNER 
BAND DIRECT 


P.CALL SURRQUND MEMORY ENN SY 
es MT Ma 


en er || eS ee 


TUNER PHONO 


SURROUND 
M1~M4 keys 


Surround information memory functions 


= 
a 


For the enjoyment in Surround modes, it is required to set the 
levels of the channels, delay time, etc., as described on pages 26, 
27 and 28. The Surround information memory function makes it 
possible to store such information in memory. 


VIDEO 1 = TAPE2 


VIDEO 2 


The Surround tnformation Memory function allows to store up to 
four sets of Surround information. 


DELAY TIME keys REAR LEVEL keys 
CENTER LEVEL keys 


M@ How to save Surround setup in memory 


1 Select or create the surround setup to be saved. 


e BYPASS cannot be stored. 


2 Press the MEMO key. 


e@ Proceed the step 3 while the display shown 
right is lighted. 
e The unit enters storing standby mode. 


3 Press the M1 ~ M4 key. 


@ Set to M1~M4, 


To recall a pattern from the Surround memory, Press one of 
the M1 to M4 keys to recall a pattern directly from the Sur- 
round memory. 
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In case of difficulty 


What appears to be a malfunction may not always be serious. If your unit should not perform as expected, consult 
the table below to see if the problem can be corrected before seeking help from your dealer or service representa- 


tive. 
Remote control unit 


Remote control operation is not pos- 
sible. 


Amplifier, speakers 


Sound is not output. 


No sound comes out, and “PROTECT” 
is shown on the display. 


Sound is not output from one of the 
speakers. 


Sound is not output from the surround 
rear speaker and / or center speaker, 
or their sound is very small. 


A hum noise is generated when the 
PHONO input is selected. 
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Batteries are exhausted. 

The audio cords and the system control 
cords are not connected properly. 

The remote control unit is too far away 
from the main system, controlling angle 


is too large, or there is an obstacle in 
between. 

The source component to be operated 
does not contain the analog disc, 
tape(s) or CD. 

An attempt is made to play a tape which 
is being recorded in the cassette deck. 


The speaker cord are disconnected. 


The volume is set to the minimum posi- 
tion. 


Speaker cords are short-circuited. 


The speaker cord is disconnected. 


The BALANCE control is set to an ex- 
treme position, 


The rear speaker cords and/or center 
speaker cord are disconnected. 

The presence mode has not been en- 
gaged. 

The REAR LEVEL and/or CENTER 
LEVEL controls are set to the minimum 
level. 


The audio cord from the turntable is not 
inserted securely into the PHONO 
jacks. 

The turntable is not grounded. 


Replace with new batteries. 

Connect properly referring to “System 
connections”. 

Operate the remote control unit within 
the controllable range. 


Place an analog disk, tape(s) or CD in 
the source component to be played. 


Wait until the recording is completed. 


Connect them properly referring to 
“System connections”. 
Adjust the volume to a proper level. 


Turn the power off, eliminate the short- 
circuiting, then turn on the power again. 


Connect it properly referring to “Sys- 
tem connections”. 
Adjust the Left / Right balance. 


Connect them properly referring to 
“System connections”. 
Set the presence mode. 


Adjust the REAR LEVEL and CENTER 
LEVEL controls. 


Insert the audio cord plugs securely into 
the PHONO jacks. 

Connect the grounding wire to the GND 
terminal on the rear panel. 


I 


In case of difficulty 


a a a I a eT 


Tuner 


Radio stations cannot be received. 


A station which was preset cannot be 
received by pressing the correspond- 


ing numeric key. 


No antenna is connected. 

The broadcast band is not set properly. 
The frequency of the desired station is 
not tuned, 


The preset station belongs to a fre- 
quency that cannot be received. 
The preset memory was cleared be- 


Connect an antenna. 

Set the broadcast band properly. 

Tune the frequency of the desired sta- 
tion. 


Preset a station with a receivable fre- 
quency. 
Preset the station again. 


cause the power cord had been un- 
plugged for a long period of time. 


Interference. Noise due to ignition noise of an auto- Install the outdoor antenna apart from 
mobile. the road. 

Noise due to an influence from an Turn off the power of the appliance. 
electric appliance. 

Noise due to a nearby TV set. Install the system more apart from the 


TV set. 


For the U.S.A. 
FCC WARNING 


This equipment may generate or use radio frequency energy. Changes or modifications to this equipment may cause harmful interference 
unless the modifications are expressly approved in the instruction manual. The user could lose the authority to operate this equipment 
if an unauthorized change or modification is made. 


NOTE: 


This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. 
These limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment may 
cause harmful interference to radio communications, if it is not installed and used in accordance with the instructions. However, there is 
no guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or 
television reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the inter- 
ference by one or more of the following measures: 

—— Reorient or relocate the receiving antenna. 

—-— Increase the separation between the equipment and receiver. 

~- Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

—- Consult the dealer or an experienced radio / TV technician for help. 


For the U.S.A. 
Note to CATV system installer: 


This reminder is provided to call the CATV system installer's attention to Article 820-40 of the NEC that provides guidelines for proper 
grounding and, in particular, specifies that cable grounding shall be connected to the ground system of the building, as close to the point 
of cable entry as practical. 


Notes: 

1. This system is microprocessor-controlled, so malfunction may occur due to external noise or interference noise. fn such a case, 
unplug the power cord, plug it again keeping the POWER key pressing.(In this case, all the memories are cleared.) 

2. Do not use contact cleaners because it could cause a malfunction. Be specially careful against contact cleaners containing oil, for they 
may deform the plastic components. 
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Specifications A\Caution:Read this page carefully to ensure safe operation. 
a NB el 


(For U.S.A. and Canada) 


| Audio section | 


Rated power output at the STEREO operation 


(For other countries) 


Rated power output at the STEREO operation 
(IHF '66) from 20 Hz to 20 kHz, 


100 watts per channel minimum RMS, both channels En ancy ects oe W + 100 W 
driven at 8 Q, from 20 Hz to 20,000 Hz with no more Front (1 kHz, 0.9% T.H.D. at 8 Q) ..... 65 W+65 W 
than 0.06% total harmonic distortions. (FTC) Center (1 kHz, 0.9% T.H.D. at BQ) ceccccccscscsseee 65 W 

Rear (1 kHz, 0.9% T.H.D. at 8 Q) ..... 20 W+20W 


Power output at the Surround operation 


Total harmonic distortion (1 kHz, 8 Q) 0.03% at 50 W 


Front (1 kHz, 0.9% T.H.D. at 8 Q) nevueses 65 W +65 W Si it . ti IHF 
Center (1 kHz, 0.9% T.H.D. at 8 Q) ....seseeesen 65 W PHONO (MM) pa am ie ee re eee 77 dB 
Rear (1 kHz, 0.9% T.H.D. at 8 Q) ........ 20 W + 20 W CD, TAPE, VIDEO... ccssesesesssscscscssssscssssesensseenee 100 dB 
‘tivity / i 
Total harmonic distortion (1 kHz, 8 0) ... 0.03% at 50 W PHONO (MIM) cnet cuss 2.5 mV / 47 ko 
"PUDONG. aa ratio (IHF A) pac CD, TAPE, VIDEO ....ceecssccssssecsssesssssvsses 200 mV / 47kQ 
nae Aba rie gee nce sssseeeenenanrenenanneeten 100 dB lbs setetiaahe tentate steerccass +10 dB (at 100 Hz) 
TRE BE Aces seacsmoeteiaan iis +10 dB {at 10 kHz) 
PHONO (MM) sbevetuecdtacnecsnendesendssctvacucucus 2.5 mV / 47 kQ Loudness control at —- 30 dB VOLUME level 
mrt daa sovenneneanseneneasaanesevaey Nee Be Naghce tice adeno eat 0 ~ +8 dB (100 Hz) 
EAS seid au porn vitadtenentaavanieaueeteewnewhe +10 dB (at 100 Hz) 
TREBUE sscisccicascetsoarcectarteorzesscossichs +10 dB (at 10 kHz) dedi cb 
ee patie ilies eae e es os (100 Hz) VIDEO inputs / outputs (Composite) ...... 1Vp-p/75Q 
: . . Tuning frequency range ............... 87.5 MHz~108 MHz 
MEO Inputs. outputs (Composite) pa: Vpepiise Usable sensitivity (IHF)...... 10.8 dBf (0.95 nV at 75 ©) 
P 50 dB quieting sensitivity 
VII acess cscs cucestontanatenaeuaiten 17.2 dBf (2.0 pV at 75 Q) 
Tuning frequency range ...........00 87.5 MHz~108 MHz Edna ae : G distorti ee t ane dBf (32 LV at 75 Q) 
Usable sensitivity (IHF)...... 10.8 dBf (0.95 1V at 75 Q) SOnGt eee Rae 
50 dB quieting sensitivity STEREO rere rere rer terre rrr etre rrr errr rr rere rrr rr rrr err er reer rer re 0 5Y, 
MONO... ccccccceececevenesecneners 17.2 dBf (2.0 V at 75 Q) noise ratio at 65 dBf (IH Ha aa a a is 
STEREO woccccssssscsssesssssssescsssees 41.2 dBf (32 pV at 75 Q) a Lenore ratio.at 6s det une) sie 
Total harmonic distortion at 1 kHz MO ‘@) PEC PSECU SE TOSS e eer reriitisistitiriiriritieritirierire: 78 B 
IOI escecc ick cass so sacs cccseoieseccleck sll nant etihsidecs 0.3% STEREO sd aivdinaledidawasavasseneuacuacetesescuet usceveamatedeeuuteumae 73d 
STEREO eet en rek tr nT OT 0 5% Selectivity (IHF +400 kHz) SabeWesatctduducvesstsecssenavauss 53 dB 
Signal to aig ratio at 65 dBf (IHF) See ey ecg: Stereo separation (IHF at 1 kHz) ...........ccsssecere 45 dB 
MONO cocsscosecsescssesisesesesesecsecseseeeccescccceceeccececesccceeces 78 dB Frequency response. 30 Hz~15 kHz, + 0.5 dB,- 2.0 dB 
STEREO COPE e rT ere rr re rerirerrirrrrrirrirrirerirery Tt Tr rrr ier Tie 73 dB 
Selectivity (IHF +400 KHZ) ......cccccssessessesesececeseeee 53 dB Se 
Stereo separation (IHF at 1 KHz) ........:cscesseeeees 45 dB . 
Frequency response.. 30 Hz~15 kHz, +0.5 dB,- 2.0 dB Tuning frequency range 
SF RUIZ cacseaoousennsvncacoiapnadetatanvessincs 531 kHz ~ 1,602 kHz 
MO 2 sss ccrceys ce soescieants cceounesce ees 530 kHz ~ 1,610 kHz 
Usable sensitivity ..............0:000 12 nV / (400 LV / m) 
Tuning frequency range ............008 530 kHz~1,700 kHz Total harmonic distortion sansa cv itdicecscevaruaccees hese 0.3 % 
Usable sensitivity ...............:0000 12 nV / (400 LV / m) Signal to Noise ratio ......cc.cccccesccccsceressssesssseresssers 50 dB 
Total harmonic distortion ...........0cccccccccececcoccconeeee 0.3% SOLO C UV TRY svsk coscaneesndecsnecaiesdecteweed sccesand cade thease sattian 30 dB 
Signal to noise ratio ...........cccesesescccssessescnssesersees 50 dB 
Selectivity ...esccscssssssssssesscsssesessesessuscerssvsessneseesasecen 30 dB 
Power CONSUMPTION .......ccccsseseseseecceeseseseseseseseees 280 W 
AC outlet 
Power CONSUMPTION..........:cscsssessssceresseserseseesseereneers 3A SWITCHED ........ccsscecsresssrsseseteeees 2:(total 200 W max.) 
AC outlet (Except for Australia) 
SWITCHED ...........ccccseeceees 2:(total 200 W, 1.6 A max.) DIMMGNSI ONS sisesscidecdecdesccsetiecassecdextetesdoncaesevveive W:440 mm 
DIMENSIONS ........c0scecsesesessssseees W:440 mm _ (17-5/16”) H :147 mm 
H :147 mm (5-13/16”) ; D :403 mm 
D :403 mm__(15-7/8”) WV GIQHIE (HCE) acai acs srencacetin ed cisaaseieeelzectestaiveneiacees 11.4 kg 
Weight (met) .........ccccssseesssessseersscreeees 11.4 kg (25.1 Ib) 
Note: 


KENWOOD follows a policy of continuous advancements in development. For this reason specifications may be changed without notice. 
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